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ARI-FABA®

ARI-FABA®

“TA-Luft” TUV No.088-945053 

DN 15-100 

45.046 PN 40 1.0460 DN 15-50

50 Fig35.046 1.0619+N

   TU.A/TUV.AR. 186-00
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12.046 PN 16 EN-JL1040 DN 15-300

22.046
PN 16 EN-JS1049 DN 15-350

DIN-DVGW-Reg. NG-4313AO 0772
23.046 PN 25 EN-JS1049 DN 15-150

34.046
PN 25 1.0619+N DN 200-400

TÜ.A/TÜV.AR 186-00
DIN-DVGW-Reg. NG-4314AO 0777

35.046
PN 40 1.0619+N DN 15-250

TÜ.A/TÜV.AR 186-00
DIN-DVGW-Reg. NG-4314AO 0778

 "TA-Luft" TÜV-No. 088-945053

DN 15-100

-No. DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350 400 500
12.046 / 22.046 / 23.046 3,6 4,3 5,3 6,6 9,2 11,6 15,8 21,8 33,0 54,0 69,0 140,0 240,0 265,0 360,0 -- --
34.046 -- -- -- -- -- -- -- -- -- -- -- 147,0 238,0 339,0 570,0 650,0 --
35.046 4,5 4,8 6,2 7,3 10,6 12,6 19,1 26,1 35,0 60,3 88,0 178,0 305,0 -- -- -- --

-No. DN
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ARI-FABA®

DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350 400 500
45.040 2,6 2,8 3,8 4,2 5,8 8,2 -- -- -- -- -- -- -- -- -- -- --

45.040
PN 40 1.0460 DN 15-50

 DN >50  Fig. 35.040 (1.0619+N )

DIN EN 12627 - 4 77

TÜ.A/TÜV.AR 186-00
"TA-Luft" TÜV-Test-No. 088-945053

DN15-50

DN 65 80 100 125 150 200 250 300
34.040 -- -- -- -- -- 116,0 150,0 250,0
35.040 12,0 16,8 23,6 40,0 56,0 -- -- --

 DIN EN 12627 - 4

34.040 PN 25 1.0619+N DN 200-300

35.040 PN 40 1.0619+N DN 65-150

: DN 65-200 P235GH

DIN-DVGW-Reg. NG-4313AO 0777 / 0778

 (DN 65-200)

"TA-Luft" TÜV-Test-No. 088-945053
TÜ.A/TÜV.AR 186-00

DN65-100
( )

DIN EN 12627 - 4 77

ARI-FABA®

-No.

-No.
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34.066
PN 25 1.0619+N DN 200-300

35.066

PN 40 1.0619+N DN 15-150

DN >150 Fig. 35.068

TÜ.A/TÜV.AR 186-00
 "TA-Luft" TÜV-Test-No. 088-945053

12.047 PN 16 EN-JL1040 DN 15-300

22.047
PN 16 EN-JS1049 DN 15-300

          DIN-DVGW-Reg.NG-4313AO 0771

34.047
PN 25 1.0619+N DN 15-300

TÜ.A/TÜV.AR 186-00
DIN-DVGW- NG-4314AO 0773

35.047
PN 40 1.0619+N DN 15-150

TÜ.A/TÜV.AR 186-00
DIN-DVGW-Reg. NG-4314AO 0774

 "TA-Luft" TÜV-Test-No. 088-945053 ( )

DN15-100

 DIN EN 12627 - 4 ( 77 )

DN15-100

ARI-FABA®

ARI-FABA®

DIN-DVGW-Reg. NG-4313AO 0775

DIN-DVGW-Reg. NG-4313AO 0775

DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350 400 500
34.066 / 35.066 2,8 3,0 3,4 3,2 4,5 7,3 9,0 11,4 14,3 27,5 44,0 131,0 210,0 230,0

-No.

DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350 400 500
12.047 / 22.047 3,7 4,4 5,1 6,5 8,3 11,2 14,6 19,4 29,4 44,0 58,0 99,0 161,0 235,0 -- -- --
34.047 -- -- -- -- -- -- -- -- -- -- -- 124,0 153,0 261,0 -- -- --
35.047 4,6 6,4 6,7 7,5 10,1 12,7 17,5 22,0 34,0 49,0 60,0 -- -- -- -- -- --

-No.

Y
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DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350 400 500
34.044 / 35.044 6,1 7,0 8,0 10,0 13,3 16,0 24,0 28,0 42,0 65,0 90,0 170,0 300,0 360,0 410,0 600,0

34.044 PN 25 1.0619+N DN 15-400

35.044 PN 40 1.0619+N DN 15-400

 "TA-Luft" TÜV-Test-No. 088-945053

DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350 400 500
45.067 4,7 5,1 6,0 7,0 9,0 11,5 -- -- -- -- -- -- -- -- -- -- --

45.067 PN 40 1.0460 DN 15-50

DIN EN 12627 - 4 77

 "TA-Luft" TÜV-Test-No. 088-945053

ARI-FABA®-LA

-No.

ARI-FABA®-LA

-No.
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 (kg)
DN 65 80 100 125 150 200 250 300

35.067 18,0 22,0 32,0 50,0 70,0 130,0 245,0 290,0

35.067 PN 40 1.0619+N DN 65-300

: DN 65-200 P235G

 (kg)
DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350 400 500

35.068 -- -- -- -- -- -- -- -- -- -- -- 110,0 245,0 290,0 -- -- --

35.068
PN 25 1.0619+N DN 200-300

DN <200 Fig. 35.066

DIN EN 12627 - 4 ( 77 )

:  "TA-Luft" TÜV-Test-No. 088-945053

DIN EN 12627 - 4 ( 77 )

:  "TA-Luft" TÜV-Test-No. 088-945053

ARI-FABA®-LA

ARI-FABA®-LA

-No.

-No.

 DIN EN 12627 - 4

 (DN 65-200)

Y
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DIN EN 12982 ETE-1 (DIN 3202 T2)

DIN EN12627 - 4 (DIN 3239 T1, form 2)

DIN EN 29692-1.3.3 (DIN 2559 T1-22)

ARI 1.0619+N(GS-C25N) DIN EN 10213-1-2
 C22.8 DIN EN 10222-2

ARI DN 65-200 P235GH DIN EN 10216-2

DN L
DIN EN12627 - 4 P235GH

=̂

A B di R L1 d3 x s1 d s

15 130 22 17,3 15 3 10 21,3 x 2,0 -- --

20 150 28 22,3 20 3 10 26,9 x 2,3 -- --

25 160 35 28,5 25 3 10 33,7 x 2,6 -- --

32 180 44 37,2 32 3 10 42,4 x 2,6 -- --

40 200 50 43,1 40 3 10 48,3 x 2,6 -- --

50 230 62 53,9 50 3 10 60,3 x 3,2 -- --

65 290 77 68,9 65 3 10 76,1 x 2,9 76,1 2,9

80 310 91 80,9 80 3 12 88,9 x 4,0 88,9 4,0

100 350 117 104,3 100 3 14 114,3 x 5,0 114,3 5,0

125 400 144 130,7 125 3 18 139,7 x 4,5 139,7 4,5

150 480 172 157,1 150 3 20 168,3 x 5,6 168,3 5,6

200 600 223 204,9 200 5 20 219,1 x 7,1 219,1 7,1

250 730 278 257,0 250 5 25 273,0 x 8,0 -- --

300 850 329 307,9 300 5 33 323,9 x 8,0 -- --

DIN EN 25817
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PTFE + 25% 
200

79
0,05 bar
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ND 125 150 200 250 300 350 400 500

p 25 bar 21 bar 14 bar 9 bar 6 bar 4,5 bar 3,5 bar 1,5 bar
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DN

15- 80 M8 x 55

100 M12 x 70

125-150 M12 x 80

200 M12 x 100

250-300 M12 x 120

350-400 M16 x 160
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DN65

DN C (mm) C1 (mm)

I 15- 32 126 170

II 40- 80 150 190

III 100-150 300 330

DN C2 (mm) (kg)

15- 32 180 2.5

40- 80 220 7

100-150 260 8.9

200-400 300 11
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/ Kvs Zeta  / 

12.046;
12.047

22. / 23.046;
22. / 23.047

34. / 35.040; 34. / 35.044;
34. / 35.046; 34. / 35.047;
34. / 35.066; 35.067; 35.068

45.040;
45.046
45.067

EN-JL1040,
EN-GJL-250

EN-JS1049 ,
EN-GJS-400-18U-LT GP240GH+N, 1.0619+N P250GH, 1.0460

1.2 X20Cr13+QT, 1.4021+QT
DN 50: X20Cr13+QT, 1.4021+QT;
DN > 50: G19 9 Nb Si, 1.4551

G19 9 Nb Si, 1.4551

EN-JS1049 ,
EN-GJS-400-18U-LT

EN-JS1049 ,
EN-GJS-400-18U-LT

DN  80: P250GH, 1.0460
DN > 80: GP240GH+N, 1.0619+N P250GH, 1.0460

3 DN 200: X20Cr13+QT, 1.4021+QT
DN > 200: P265 GH   DIN EN 10028-2, / G19 9 Nb Si, 1.4551 X20Cr13+QT, 1.4021+QT

1754.1,2-21-71iToMiNrC6X1.4

4.2 X20Cr13+QT, 1.4021+QT at FABA LA:
X6CrNiTi18-10, 1.4541

DN  125: St 
DN > 125: EN-JL1040, EN-GJL-250 Fe P01, 1.0330 

6

8127.1,4oMrC526.57

8 -- C35E, 1.1181

iNrC9

/Kvs Zeta

DN L l

H1 H2

H3 H4 H5

C B Kvs Zeta

PN 16
PN 25

PN 40 FABA
LA

FABA FABA
FABA

LA
FABA FABA

LA

15 130 90 205 215 195 205 190 325 -- 126 126 175 85 95 -- 6 7 4,7 3,3 5,7 3,5 7,2 2,5

20 150 95 205 215 195 205 190 325 -- 126 126 175 65 75 -- 6 7 7,4 5,8 6,8 4,5 7,3 5,5

25 160 100 210 225 205 210 195 335 -- 126 126 175 65 75 -- 8 10 11,2 9,2 12,7 4,8 7,1 3,9

32 180 105 210 230 205 210 195 335 -- 126 126 175 50 55 -- 8 10 18,3 15,0 16,8 4,8 7,2 5,9

40 200 115 225 250 235 235 210 430 -- 150 150 225 60 65 -- 13 17 29,3 23,3 35,8 4,6 7,3 3,2

50 230 125 230 255 235 235 210 435 -- 150 150 225 35 35 -- 13 17 44,2 36,0 47,7 4,9 7,4 4,4

65 290 145 245 -- 265 -- 220 450 -- 175 175 225 10 -- -- 16 20 73,2 -- 77 5,1 -- 4,8

80 310 155 265 -- 295 -- 235 460 -- 175 225 225 45 -- -- 20 20 112,2 -- 107 5,0 -- 5,8

100 350 175 365 -- 380 -- 325 620 -- 225 300 300 90 -- -- 25 36 173 -- 174 5,1 -- 5,3

125 400 200 395 -- 415 -- 345 645 -- 300 300 300 60 -- -- 32 40 288 -- 279 4,5 -- 5,0

150 480 225 425 -- 480 -- 370 680 -- 400 400 400 50 -- -- 40 40 410 -- 406 4,6 -- 4,2

200 600 275 550 -- 615 -- 485 830 805 520 520 520 110 -- 255 50 50 725 -- 789 4,6 -- 3,8

250 730 325 720 -- 740 -- 615 915 910 520 -- 520 100 -- 235 70 65 1145 -- 1272 4,5 -- 3,7

300 850 375 775 -- 795 -- 665 955 1010 520 -- 520 45 -- 220 80 75 1635 -- 1817 4,6 -- 3,8

350 980 425 975 -- -- -- 855 1255 -- 640 -- 520 -- -- -- 90 90 2220 -- -- 4,7 -- --

400 1100 475 1015 -- -- -- 890 1270 -- 640 -- 520 -- -- -- 100 100 3180 -- -- 3,9 -- --

500 1350 * -- -- -- -- -- 1380 -- -- -- 640 -- -- -- -- 115 4530 -- -- 4,6 -- --

*Zeta Kvs DIN EN 60534
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FTF-1 DIN EN 558-1 (DIN 3202-1 F1 )

CTF-8 DIN EN 558-1  (DIN 3202-1 F32 )

ETE-1 DIN EN 12982  (DIN 3202-2 S7 )
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DIN 3230-3 ( 1 )

1. .
2. (PN)
3.  (DN)
4.  / 

Figure 35.046; PN 40; DN 100.

A4-70 -10

DIN EN 1092-1/-2 /  DIN 2533 / DIN 2544 / DIN 2545

PN -60 C  ~ -10 C* -10 C 120 C 200 C 250 C 300 C 350 C 400 C 450 C

EN-JL1040 --- 16 bar 14,4 bar 12,8 bar 11,2 bar 9,6 bar --- --- ---

EN-JS1049

16

16

16 bar 15,5 bar 14,7 bar 13,9 bar 12,8 bar 11,2 bar --- ---

25

40 40 bar 38,8 bar 36,8 bar 34,8 bar 32 bar 28 bar --- ---

DIN EN 1092-1

DIN EN 1092-2

PN -60 C  -10 C* -10 C 50 C 100 C 200 C 250 C 300 C 350 C 400 C 450 C

1.0619+N
25 18,7 bar 25 bar 23,3 bar 21,7 bar 19,4 bar 17,8 bar 16,1 bar 15 bar 14,4 bar 13,9 bar

40 30 bar 40 bar 37,3 bar 34,7 bar 30,2 bar 28,4 bar 25,8 bar 24 bar 23,1 bar 22,2 bar

1.0460
25 18,7 bar 25 bar 23,3 bar 21,7 bar 19,4 bar 17,8 bar 16,1 bar 15 bar 14,4 bar 10 bar

40 30 bar 40 bar 37,3 bar 34,7 bar 30,2 bar 28,4 bar 25,8 bar 24 bar 23,1 bar 16 bar

DN
PN 6 PN 16 PN 25 PN 40

D  K n x  d1 D  K n x  d1 D  K n x  d1 D  K n x  d1

15 80 55 4 x 11 95 65 4 x 14 95 65 4 x 14 95 65 4 x 14

20 90 65 4 x 11 105 75 4 x 14 105 75 4 x 14 105 75 4 x 14

25 100 75 4 x 11 115 85 4 x 14 115 85 4 x 14 115 85 4 x 14

32 120 90 4 x 14 140 100 4 x 18 140 100 4 x 18 140 100 4 x 18

40 130 100 4 x 14 150 110 4 x 18 150 110 4 x 18 150 110 4 x 18

50 140 110 4 x 14 165 125 4 x 18 165 125 4 x 18 165 125 4 x 18

65 160 130 4 x 14 185 145 4 x 18 185 145 8 x 18 185 145 8 x 18

80 190 150 4 x 18 200 160 8 x 18 200 160 8 x 18 200 160 8 x 18

100 210 170 4 x 18 220 180 8 x 18 235 190 8 x 22 235 190 8 x 22

125 240 200 8 x 18 250 210 8 x 18 270 220 8 x 26 270 220 8 x 26

150 265 225 8 x 18 285 240 8 x 22 300 250 8 x 26 300 250 8 x 26

200 320 280 8 x 18 340 295 12 x 22 360 310 12 x 26 375 320 12 x 30

250 --- --- --- 405 355 12 x 26 425 370 12 x 30 450 385 12 x 33

300 --- --- --- 460 410 12 x 26 485 430 16 x 30 515 450 16 x 33

350 --- --- --- 520 470 16 x 26 555 490 16 x 33 580 510 16 x 36

400 --- --- --- 580 525 16 x 30 620 550 16 x 36 660 585 16 x 39

500 --- --- --- 715 650 20 x 33 730 660 20 x 36 755 670 20 x 42

DIN EN 12627 - 4

mm
kg

1 bar =̂ 105 Pa =̂ 0,1 MPa

Kvs in m3/h
1Kvs =̂  1,16 Cv (US)

25 bar 24,3 bar 23 bar 21,8 bar 20 bar 17,5 bar --- ---

---

---

---

 ~

 ~ ~
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